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K2000
1,9kW Active sound system 



TECHNICAL SPECIFICATION K12A FULLRANGE SPEAKER
Component High power 12” / 1” driver mounted on horn

Amplifier 300W + 50W

Sensitivity 97dB 1W/1m.

Input Balanced XLR in / out
2 x Tele in for 2 x mikrophones

Controls Bass / treble +/1 10dB
Line volume
Master volume
MIC 1 / MIC2 volumes

Weight 16 kg.

Measurements H560 x D375 x W350/210

Features 35 mm. top hat for mounting on speaker stand
2 handles for easy transportation
12 x M10 flight point for installation and rigging
Fully covering perfored steel grille
Painted with a special hard texture lacque.

TECHNICAL SPECIFICATION K2000 SUBWOOFERS
Component 18” high power woofer, tuned bassreflex

Amplifier 600W 

Input section Balanced stereo signal in via male XLR left/right
Unbalanced stereo signal in via RCA left/right 
2 x Microphone in via TELE 6,3 mm. 

Output section Balanced female XLR left/right stereo signal out
with selectable switch: Fullrange | 80Hz | 120Hz 
HP-crossover 24dB/oct.

Crossover section Subwoofer: adjustable LP-filter 80-180Hz
Satelites out: adjustable HP-filter 20, 80, 120Hz

Volume mixer 
controls

Master volume out
Subwoofer volume out
2 x microphone volume in

Electronics Invert / normal subwoofer
Balance left/right satelites out
Lo & hi EQ on satelites out +/- 10dB
System limiter on/off

Weight 55 kg.

Measurements H650 x W540 x D650

Extra features 2 x handles for easy transportation and rigging.
35 mm. top hat for mounting speaker stand
4 x rubber feet
16 x M10 flight points for installing or flying
Fully covering perfored steel grille
Painted with a special hard texture lacque.

Designed and engineered in Stockholm, Sweden by Prophon Audio & Teknik AB, 
www.prophon.com | info@prophon.se | Tel: +46 8 92 86 00 | Fax: +46 8 623 07 98
Due to product improvements, all data subject to changes without prior notice

The K2000 have a total amplifier RMS power of 1,9kW, with amplifiers and processing housed 
seperately in each speaker. The KS18A subwoofer houses a 18” custom woofer with 4” voice coil 
and 600W power handling, the K12A fullrange speaker use a 12” woofer and a 1” driver mounted on 
a horn. The K2000 is easy to set up, have a powerful sound and use reliable technologies, developed 
for bands and DJ´s, for installations and the rental end event industry.
 
With balanced stereo XLR in, unbalanced stereo RCA in (for Ipod etc) and also 2 microphone in, the 
K2000 is perfect for a variaty of different applications.

○ Bands    ○ Dj´s     
○ Rental companies   ○ The event industry   
○ Live stages and venues  ○ Schools
○ Conferences    ○ Churches
○ Installation in lounges, bars  ○ Installation in nighclubs  
○ Installation in workout fascilities ○ Installation in spinning and aerobic


